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PROVISIONAL  SPECIFICATION. 

An  Improved  Container  for  Hydraulically  and  Automatically  Dis¬ 
tributing  Disinfecting,  Deodorising  Antiseptic  and  Detergent 
Liquids  to  Flushing  Cisterns  and  the  like. 

I,  John  Hubert  Williams,  of  45a,  Hale  Street,  Liverpool,  Hrysalter,  do  hereby 
declare  the  nature  of  this  invention  to  be  as  follows:  — 

This  invention  relates  to  a  container  made  of  glass  earthenware,  metal,  wood 
or  any  substance  capable  of  being  formed  to  hold  a  liquid  and  its  object  is  the 
5  automatic  distribution  of.  a  disinfecting  deodorising,  antiseptic  or  detergent  liquid 
having  a  higher  specific  gravity  than  water. 

The  container  is  provided  with  two  or  more  necks  or  outlets  one  being  formed 
in  the  shape  of  a  funnel  standing  higher  than  the  remaining  necks  or  outlets 
or,  if  desired  may  be  formed  so  as  to  admit  of  a  separate  funnel  being  fixed 
10  varying  in  size  according  to  the  quantity  of  the  liquid  to  be  distributed  at  each 
flush. 

A  tube  of  any  size  or  diameter  is  securely  fixed  in  the  lower  necks  or  outlets 
and  extends  to  within  half  an  inch  or  more  from  the  bottom  of  and  inside  the 
container  or  these  outlets  may  be  made  a  part  of  the  container  having  an  opening 
1 5  "within  half"  an  inch  of  the  bottom  and  inside  the  container. 

The  method  of  carrying  out  this  invention  is  as  follows:  — 

The  container  is  filled  with  the  required  disinfecting,  deodorising,  antiseptic 
or  detergent  liquid  and  placed  upright  in  the  flushing  cistern  and  at  such  a 
depth  that  when  the  cistern  is  full  the  water  therein  will  be  above  the  level 
20  of  the  funnel,  when  the  flush  takes  place  the  funnel  is  left  full  of  water  and  as 
the  cistern  empties,  this  water  will  fall  to  the  level  of  the  contents  of  the  con¬ 
tainer  and  in  doing  so  forces  an  equal  volume  of  the  disinfecting,  deodorising, 
antiseptic  or  detergent  liquid  through  the  tube  and  outlet  into  the  flush  cistern. 

Hated  this  14th  dav  of  October  1899. 

25  *  JOHN  HUBERT  WILLIAMS. 


COMPLETE  SPECIFICATION. 

An  Improved  Container  for  Hydraulically  and  Automatically  Dis¬ 
tributing  Disinfecting,  Deodorising  Antiseptic  and  Detergent 
Liquids  to  Flushing  Cisterns  and  the  like. 

30  I,  John  HtbeUt  Williams,  of  45a,  Hale  Street,  Liverpool,  Drys&lter,  do  hereby 
declare  the  nature  of  this  invention  and  in  what  manner  the  same  is  to  be  per- 
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Hydraulically  and  Automatically  Distributing  Disinfecting ,  (&c.,  Liquids. 

formed,  to  be  particularly  described  and  ascertained  in  and  by  tbe  following 
statement :  — 

This  invention  relates  to  a  container  made  of  glass  earthenware,  metal,  wood 
or  any  substance  capable  of  being  formed  to  hold  a  liquid  and  its  object  is  the 
automatic  distribution  of  a  disinfecting  deodorising,  antiseptic  or  detergent  liquid  5 
having  a  higher  specific  gravity  than  wrater. 

The  container  A  is  provided  with  two  or  more  necks  or  outlets  B  &  D  one 
being  formed  in  the  shape  of  a  funnel  B  standing  higher  than  the  remaining 
necks  or  outlets  D  or  if  desired  may  be  formed  so  as  to  admit  of  a  separate 
funnel  being  fixed,  varying  in  size  according  to  the  quantity  of  liquid  to  be  10 
distributed  at  each  flush.  A  tube  C  of  any  size  or  diameter  is  securely  fixed  in 
the  lower  necks  or  outlets  and  extends  to  within  half  an  inch  or  more  from  the 
bottom  of  and  inside  the  container,  or  these  outlets  may  be  made  a  part,  of  the 
container  having  an  opening  within  half  an  inch  of  the  bottom  and  inside  the 
container.  1 5 

The  method  of  carrying  out  this  invention  is  as  follows:  — 

The  container  is  filled  with  the  required  disinfecting  deodorising,  antisceptic 
or  detergent  liquid  and  placed  upright  in  the  flushing  cistern  and  at  such  a 
depth  that  when  the  cistern  is  full  the  water  therein  will  be  above  the  level 
of  the  funnel  wThen  the  flush  takes  place  the  funnel  is  left  full  of  water  and  as  20 
the  cistern  empties  this  water  wall  fall  to  the  level  of  the  contents  of  the  con¬ 
tainer  and  in  doing  so  forces  an  equal  volume  of  the  disinfecting  deodorising, 
antiseptic  or  detergent  liquid  through  the  tube  and  outlet  into  the  flush  cistern, 
this  action  takes  place  at  each  flush. 

Having  nowr  particularly  described  and  ascertained  the  nature  of  my  said  2b 
invention  and  in  what  manner  the  same  is  to  be  performed,  I  declare  that  what 
I  claim  is  :  — 

I.  A  new  method  of  automatically  distributing  disinfecting,  deodorising,  anti¬ 
septic  or  detergent  liquids,  to  automatic  or  pull  flushing  cisterns. 

II.  An  apparatus  whereby  the  quantity  of  disinfecting  deodorising,  antiseptic  ,‘50 

or  detergent  liquid  necessary  for  each  flush  can  be  readily  increased  or  decreased 
as  required. 

III.  An  apparatus  that  will  not  only  discharge  the  required  quantity  of  disin¬ 
fecting,  deodorising  antiseptic  or  detergent  liquid  when  the  cistern  discharges  or 
is  emptied. 

Hated  this  14th  day  of  July  1900.  ' 

JOHT*  HUBERT  WILLIAMS. 
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